
Air Compressor 
Compressor: 
•   Free Air Delivery: 185cfm 
•   Working Pressure: 100psi 
•   Lubricating System: Forced Lubrication by  compressed pressure  
•   Driving System: Direct Driving with gear  coupling 
 
General Specifications: 
•   Overall Length X Width X Height: 128.7” x  66.9” x 59.8”  
•   Net Dry Mass: 1,896lb 
•   Operating Mass: 2,116lb 

 
 

Certified Mining and Construction Sales and Rentals 

810 57th St., Saskatoon SK  S7K 5Z1 

Phone:  306-384-8593  Fax:  306-384-8597 

Asking Price - 

Engine:  

•   Type: Water-cooled 4-cycle direct injection  

•   Number  of cylinders, bore stroke: 4-3.46” x 3.54” 

•   Total Displacement: 133.6 cu in.(L) 

•   Rated Output: 36.4/3,000 kW/min-1 

•   Lubricating Oil Capacity: 2.0(7.4) gal.(L) –  

    Amount of Initial Filling, Approx. 2.0(7.4) gal.(L) – Amount of Exchange 

•   Coolant Capacity (Including Radiator):  1.5Gal 

•   Battery: 80D26R (12V) equivalent 

•   Fuel Tank Capacity: 24Gal 


